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Mobility and Independence
the bike attachment for special needs

The Crazy Horse sets new standards
and provides maximum flexibility

The outstanding features at a glance:

Extremely resilient aluminium frame in combination with stainless
steel components ensures stability for very high strain

 Extremely small folded size and fast assembly for a high
degree of mobility

 Suitable for almost all rigid frame wheelchairs and
folding frame models with integrated footrests.

 Can be assembled/disassembled in 30 seconds

 Rolls almost by itself

 No more hot hands downhill!

 Less exertion through
better rolling resistance

Technical Data

 Parking brake may be operated with a single hand

 Disc brake, mechanical, diameter: 160 mm

 Wheel size: 20 inches

 Tyres from 20 x 2.00 to 4 x 1/4

 Weight: 7 kg with assembly stand

 Positive steering through special O-ring

 Handlebar height-adjustable

Find a more detailed technical description
in the Crazy Horse order form
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INTRODUCTION
We are certain that mobility, independence and increased life
quality along with a high degree of safety are among your desires.
Crazy Horse meets them all.
Easy handling and solid construction ensure unlimited riding
comfort whilst guaranteeing utmost safety.
Use Crazy Horse for long distances (e.g. for shopping, to school or
work), or for leisure activities.
These use instructions provide the necessary information in a way
which is easy to understand and includes illustrations.
Please read these instructions before going on your first trip and
always keep them in mind!
They apply to all Crazy Horse models and their accessories.
Therefore, some chapters may not apply to your exact model.

DELIVERY
At our factory, all Crazy Horse bikes are inspected for flaws and then
packed into specially designed boxes.
Still, we would like you to check the vehicle for damage that might
have occurred during transport immediately upon delivery and, if
possible, with the deliverer as a witness.
If you think that damage has occurred during transportation, please
have the following done:

- establish a FACTUAL REPORT
The bearer is obliged to do so.

- issue a DECLARATION OF ASSIGNMENT
You assign all claims from this damage to the deliverer.

Return:

1. the CONSIGNMENT NOTE,
2. the FACTUAL REPORT and
3. the DECLARATION OF ASSIGNMENT

to us.

If you fail to observe this information or if you record damage after
receipt, we will not assume liability for the damage.

ASSEMBLY
The workshop delivers the Crazy Horse bike ready for use, mounted
to your wheelchair and adjusted to your needs.

SPECIFICATIONS/
USABILITY
Crazy Horse as a special innovation is a one-wheel assembly kit for
wheelchairs. An adaptor ensures that it can be mounted to
customary active and folding wheelchairs.
It is powered via the handrims on the wheelchair.
When travelling on pavements and public roadways, the use of a
safety helmet, a bell and lights is recommended.
By mounting Crazy Horse to your wheelchair, the manufacturer’s
warranty lapses.

HANDLING

Uneven surfaces (e.g. pavements, manhole covers, road edges, etc.)
cause unintentional steering movements and handlebar lifting.
In such situations, we recommend keeping the handlebar at a steady
position until the vehicle reaches even ground again.

You will face new situations every time you ride your bike and you
will have to master them just as you do in all areas of life such as
everyday tasks, leisure time, etc. Benefit from the adaptability of
Crazy Horse to the needs of its users. It provides you with sufficient
riding comfort and high operational security. This manual will give
you all information necessary.

Warning!
Please observe the security instructions!

Warning!
Please ride particularly carefully on your first trip and
familiarise yourself with the handling of the vehicle.
Please ride particularly slow in bends!
Let your bike roll over uneven surfaces while keeping the
handlebar straight!

Warning!
Increased safety hazard from rolling over sideways due to
inappropriate speed on uneven surfaces, particularly in bends
or due to unintentional turning while observing the traffic
behind (vehicles turning left)!
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Crazy Horse Overview

The wheelchair model in this picture serves as an example for all suitable wheelchairs.

1 bell
2 disc brake
3 wheel

4 wheelchair connection
5 caster wheel, left

6 rear wheel, left
7 handrim, left
8 arresting button / quick release axle, left

Important!
The components shown in the following pictures are not always the same as the ones in your wheelchair. Positions and handling
of the operating parts are, however, also applicable to your wheelchair. Check each component for proper installation every
time you mount or adjust a component.

Fig. 1
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SAFETY INFORMATION

Only mount Crazy Horse to

 suitable,

 customary active, folding or sports utility wheelchairs

Ask your specialist dealer whether your wheelchair is suitable or
not – safety hazard!

The Crazy Horse wheelchair combination with bike function may
only be used on solid, even ground and asphalted paths.
Always regularly ride Crazy Horse with both hands on the
handrims of your wheelchair.

Increased safety hazard due to riding inappropriately, particularly
in bends, on pavements, manhole covers and the like!

Warning, reduce speed:
 in tight bends,
 on steep slopes,
 on side slopes,
 on uneven, wet or
 dirty surfaces.

The above factors present an increased level of danger if
combined.
Only ride over obstacles at walking speed while using the
handrims! Max. obstacle height 5 cm, (depending on caster wheel
clearance and footrest).

The Crazy Horse wheelchair combination is approved for a single
person with a maximum weight of 95 kg.

Only mount Crazy Horse to suitable wheelchairs with one-piece,
trip-safe footrests. This is to ensure a closed, rigid frame
construction of the wheelchair which is necessary for heavy-duty
use.

Never ride without handrims.

If the Crazy Horse front wheel loses grip (particularly on slopes),
the "tricycle" may only be steered via the rear wheels of the
wheelchair (handrims).
Prior to every trip, visually check your wheelchair frame for
fissures and other damage.

Warning!
Increased safety hazard due to rolling backwards on slopes in case
of loss of traction.

For more riding safety:

 wheelbase extension, -(increased traction of rear wheel
and more favourable centre of gravity),

 negative camber, -(enhanced stability due to larger
wheel contact surface),

 wheel spacers for the rear wheels,

 deeper sitting position, - (enhanced stability due to
lower centre of gravity),

 active lighting,

 safety helmet and gloves and respective clothing,

 drive wheels with hand and spoke protection,

 speedometer.

Prior to each trip, check the Crazy Horse connection to the
wheelchair frame and the quick release axle latch on the
wheelchair.

Furthermore, permanent maintenance of the combination is
essential due to its increased strain, (e.g. screw connections, tyres,
brakes, etc.)

Twisted or bent frame tubes of the wheelchair or Crazy Horse
must not be reused even after straightening! - Increased safety
hazard!
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Fig.2

A

CRAZY HORSE- MOUNTING
After initial adaptation by your specialist dealer, your Crazy Horse
may be mounted to all suitable customary active, folding and
sports utility wheelchairs without the use of tools and in a few
simple steps (see Fig. 1).

Note:

How to proceed:
1. Push the corresponding clamping rail over the respective front
frame tube. Wheelchair connection (Fig. 1). Open the clamping
rails via the clamping levers (A, Fig.2). The clamping bolt on each
side (B, Fig. 3) has not clicked into the latch (C, Fig. 3) of the
respective turnbuckle lock. To unlock, pull the rope. - (D, Fig. 3)

2. Tighten the clamping lever (A, Fig. 2) of the corresponding
clamping rail.
3. Push forward the steering unit until the turnbuckle lock clicks
into place. – The caster wheels are both lifted from the ground.
The clamping bolt on each side (B, Fig. 3) automatically clicks into
the latch (C, Fig. 3) of the respective turnbuckle lock.
Please always verify that the latch is locked!

If the clearance of the caster wheel is insufficient, the Crazy Horse
wheel will easily loses grip on uneven surfaces. – Have turnbuckles
reset by specialist dealer!

Lower and loosen connection.
Push forward the steering unit, pull the turnbuckle rope (Fig. 3)
and slowly lower the steering unit.

Loosen the clamping lever (A, Fig. 2) of the corresponding
clamping rail and draw it out by turning it until the corresponding
connection can be pulled over the corresponding frame tube.

Note:
To improve the centre of gravity, modify the wheelbase to its widest
possible setting. A wheelbase extension from your wheelchair's
manufacturer would be best.

Note:
To quickly mount your Crazy Horse to your wheelchair in the same
position, apply marks or use the stand!

Warning!
Frequently check the locking screws for tightness. Safety hazard!

Note:
By mounting Crazy Horse to your wheelchair, damages to the coating
caused by locking screws on the wheelchair frame tubes are to be
expected!

Fig.3
B C

D
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BRAKES

The hand brake is one of the most important safety elements of
your Crazy Horse.

Hand brake
Always brake by pulling the brake lever (A, Fig. 4).

Parking brake
The parking brake may be operated via the brake lever (B) (Fig. 2).
To lock the brake, first pull the brake lever (A) and then push the
locking button (B) (Fig. 2).

Warning!
Observe the maintenance instructions and safety notes!

Warning!
If you activate only one brake while on a slope, the
unblocked wheel might roll downhill. Depending on the
slope, there is a risk of rolling over sideways.

Warning!
If the braking effect decreases, adjust the Bowden brake
cable (A, Fig.5) or replace the braking pads.
Consult an approved specialist dealer.

Fig.4

Fig.5 A

 



A2J GmbH · Am Fuchsberg 13 · 87452 Altusried · Tel. 0 83 73/98 72 69 · Fax 0 83 73/98 72 76 · E-mail a2jtm@web.de · Web www.a2j-intl.com

- 8 -
DOC 01042013 Technische Änderungen vorbehalten

Fig.6

Fig.7

HANDLEBAR HEIGHT

The steering unit may be adjusted in height to suit your individual
needs.

How to proceed:
Adjust the handlebar to the desired height (arrow Fig.6) using the
two screws (A Fig.6).

STAND

The stand helps you to quickly connect your Crazy Horse in the
same position (Fig. 7).

Adjust the stands
Introduce the long tube ends of the stands into the corresponding
locking rails from below (A, Fig. 7).
Tighten the Crazy Horse connection at the desired height on the
frame tube of the wheelchair.
Lift the caster wheels (see paragraph “LIFT”) and verify ground
clearance. It must be approx. 5 cm. If clearance is less than 5 cm,
contact your specialist dealer for turnbuckle adaptation.
Lower Crazy Horse (see paragraph “LOWER”).
Put the stand tubes on the ground in front of the corresponding
caster wheel.
Fix the stand tubes by tightening the corresponding clamps.

After being disconnected from the wheelchair, Crazy Horse now
rests on its stand in the right position to be re-mounted.

LIFTING

After you have mounted Crazy Horse to your wheelchair,
push the steering unit forward. – The caster wheels are lifted from
the ground and the turnbuckle lock clicks into place automatically.

LOWERING

Push the steering unit forward, pull the turnbuckle rope and
slowly lower the steering unit again.

A
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This product complies with
EC directive 93/42/
ECC on medical devices

SERVICING

Maintenance:
Just as with any other technical device, your Crazy Horse requires
servicing. The following servicing instructions describe all
necessary measures in a table so that you may receive the full
benefits from your Crazy Horse even after long-term use.

Care

Coating:
Clean the coating with a moist cloth. Hard-to-remove dirt may be
removed using a customary mild detergent. Stains may be
removed with a sponge or a smooth brush.

Note:
Do not use aggressive cleaning agents, e. g.
solvents, detergents or hard brushes etc.

The high-quality surface coating provides optimum protection
against corrosion. If the coating is scratched, a customary touch-
up pen can be used. Movable parts (also see “Maintenance”
section) should be slightly oiled from time to time to ensure you
get the most of your Crazy Horse.
To care for chrome parts, it is sufficient to rub them clean with a
dry cloth. Tarnished surfaces or hard-to-remove dirt may be best
cleaned using name brand cleaning agents.
Slight lubrication of steel parts (e.g. spokes, bell cover) with
petroleum jelly avoids premature tarnishing of chrome-plated
parts.

Plastic parts:
The handles, hand brake lever and other components consist of
high-quality plastic parts. Clean them with customary plastic
cleaners. Observe the manufacturer’s specific product
information.

Repair:
Please do not hesitate to contact your specialist workshop for
repair. The staff is generally qualified and instructed to perform
any repairs.

Service:
If you need advice or help, please contact A2J, who will be able to
provide service and perform repair work.

TECHNICAL DATA

tyre inflation pressure:
standard 3 bar

max. obstacle height:
4 cm

max. speed limit
15 km/h

turning circle:
approx. 3.50 m, (depending on wheelchair and Crazy Horse
adaptation)

max. body weight:
95 kg

standard total weight :
7.2 kg

Manufacturer:
A2J GmbH
Am Fuchsberg 13
D-87452 Altusried OT Frauenzell
Tel. : 08373 987269
Fax: 08373 987276

E-mail: Info@a2j-intl.com
I Internet: www.a2j-intl.com
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Maintenance

When What Note

Prior to a trip Check hand brake for proper functioning
Activate hand brake lever. – Crazy Horse wheel must

not turn under operational conditions.
The hand brake lever must not slip on the tube or twist.

Check brake pads for wear.

By yourself or with an assistant;
Immediately consult a specialist workshop
for maintenance in case of an increasingly

loose brake lever, decreasing braking
effect or worn brake pads. – Safety

hazard!

Check tyre inflation
standard tyres: 3 bar.

By yourself or with an assistant.
Consult an approved specialist workshop

for maintenance in case of worn tyre
profiles or tyre damages.

Check frame tube and other supporting wheelchair or
Crazy Horse parts

Consult an approved specialist workshop
in case of fissures or other damages.

Ask for reinforced frame tubes.

Every 4 weeks
(depending on frequency
of use)

Apply a few drops of oil to the following components
- movable locking parts

- brake lever bearing

By yourself or with an assistant.
Clean components off residual oil before

applying new oil.
Make sure that excess oil does not

contaminate the environment (e.g. your
clothes).

Check all screw connections for tightness
By yourself or with an assistant

Every 2 months
(depending on frequency
of use)

check:
- cleanliness

- general condition

See “Care”
See “Repair”
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Warning!
Choose the widest possible wheelbase on your
wheelchair. – (distance between caster wheel axle and
drive axle). We recommend a wheelbase extension or a
second drive axle corresponding to the respective type of
wheelchair.
An adjusted camber reduces the risk of rolling over
sideways in bends!

WHEELCHAIR MODIFICATION

Upon delivery, Crazy Horse is ready to be directly mounted to
wheelchairs with a straight stem.

The adjustable clamping rails allow Crazy Horse to be mounted
to all suitable, customary sport utility wheelchairs with a rigid
frame and one-piece footrest.

When mounting Crazy Horse to suitable, customary active and
folding wheelchairs with a one-piece, lockable footrest, use a
corresponding adaptor and wheelbase extensions and camber.

HOW TO PROCEED:
Tools:
1x jaw spanner, ss*10 / 13 / 17

1x Allen key 2.5 / 4 / 5 / 8 mm

1. Secure the wheelchair against unintentional rolling.
2. Put approx. 5 cm thick packing plates (lathes) under the

caster wheels.
3. Loosen screws (A, Fig.8).
4. Open wide the screws of the clamping rails for the

respective frame tube of the wheelchair over the clamping
lever (B, Fig. 8) and

5. Push clamping rail over the respective frame tube (Fig. 8).
6. Centre the Crazy Horse wheel (Fig. 9), and tighten

clamping lever (B) of the respective clamping rail (B, Fig.
8).

7. Tighten screws (A, Fig. 8).
8. Push forward the steering unit until the turnbuckle lock

clicks into place.

Note:
The wheelchair caster wheels should have clearance of approx. 5
cm. Otherwise, Crazy Horse can easily lose grip on uneven
surfaces.

ss* = spanner size in mm

A
Fig. 8

B

Fig. 9

[Geben Sie ein Zitat aus dem Dokument oder die
Zusammenfassung eines interessanten Punkts ein. Sie
können das Textfeld an einer beliebigen Stelle im
Dokument positionieren. Verwenden Sie die
Registerkarte 'Zeichentools', wenn Sie das Format des
Textfelds 'Textzitat' ändern möchten.]

 


